'HELVEX FORZA UTV-304

Electronic Faucet

Certified by

ICC-ES
PRODUCT FEATURES: CODES AND STANDARDS:
Electronic lavatory faucet. ASME A112.18.1 / CSA B125.1-2018,
Touch free, hygienic operation. Plumbing Supply Fittings
Single inlet with filter that protects the solenoid ADA Compliant fixture complies with ICC/ANSI
valve from debris. A117 .1
Detection area distance can be easily and manually EPA water Sense High-Efficiency Lavatory Faucet
adjusted. CEC/DOE-ENERGY POLICY ACT 1992

Easy installation and maintenance.

This product can be used to help achieve water
efficiency goals as well as gaining USGBC LEED
points.

FINISHES:

BB PVD Brushed Brass
BW  Bright White

MB  Matte Black

PC  Polished Chrome
PCO PVD Polished Cooper
PG PVD Polished Gold
PGH PVD Polished Graphite
PN  PVD Polished Nickel
IN"CL}JDED'COMPONENTS: RG PVD Rose Gold

6_ A/-\ t?atterles. SC  PVD Satin Copper
lemgz kit. SGH PVD Satin Graphite

1 1/4" Hexagonal wrench. SN PVD Satin Nickel

SRG PVD Satin Rose Gold

MATERIALS:

Solid brass, for durability and reliability.

Finishes with ultra high resistance to corrosion and
tarnishing.

INSTALLATION:
2" - 14 NPSM connection.

OPERATION:
Activate the faucet by placing the hand in the
detection area.

Technical Support and Service Customer Service Original Spare Parts
technicalservice@helvexusa.com contact@helvexusa.com The product’s illustration may vary in appearance or its parts to the actual product as a result of
the ongoing improvement process. This does not imply any liability to the manufacturer.
Toll Free Number: (210) 394-5686 Toll Free Number: (855) 267-2498 Visit our website www.helvexusa.com
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FORZA UTV-304

Electronic Faucet

Estimated Dimensions Dim. inch. [mm]
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WORKING PRESSURE:
Pmin.= 20 PSI
Pmax.= 80 PSI

MAXIMUM FLOW RATE:
0,39 GPM
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NOTES:

Install the product according
to the Installation Guide.
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