Bamboo UE-923
Tall Single Handle Sink Faucet

PRODUCT FEATURES:

Tall single handle sink faucet.

Single control cartidge 28 mm with metal lever.
High hardness ceramic discs assures and extend
cartridge lifetime without leakage.

Easy installation and maintenance.

This product can be used to help achieve water
efficiency goals as well as gaining USGBC LEED
points.

MATERIALS:

Solid brass, for durability and reliability.

Finishes with ultra high resistance to corrosion and
tarnishing.

INCLUDED COMPONENTS:
Aerator key.

9/64" allen wrench.

5/64" allen wrench.

Installation wrench.

INSTALLATION:
3/8" connection.

OPERATION:
To open the water flow turn right the lever and the
temperature will gradually increased.

Certified by
ICC-ES

CODES AND STANDARDS:

ASME A112.18.1 / CSA B125.1-2018,
Plumbing Supply Fittings

NSF/ANSI/CAN 61-2022, Drinking Water
System Components - Health Effects

Compliance with the lead test statistic Q < 1
NSF/ANSI 372-2016, Drinking Water Systems
Components - Lead Content

EPA Water Sense High-Efficiency Lavatory Faucet
CEC/DOE-ENERGY POLICY ACT 1992

FINISHES:

BB PVD Brushed Brass
BW  Bright White

MB  Matte Black

PC  Polished Chrome
PCO PVD Polished Copper
PG PVD Polished Gold
PGH PVD Polished Graphite
PN  PVD Polished Nickel
RG PVD Rose Gold

SC PVD Satin Copper
SGH PVD Satin Graphite
SN PVD Satin Nickel
SRG PVD Satin Rose Gold

Technical Support and Service
technicalservice@helvexusa.com

Toll Free Number: (210) 394-5686
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Customer Service
contact@helvexusa.com

Toll Free Number: (855) 267-2498

Original Spare Parts

The product’s illustration may vary in appearance or its parts to the actual product as a result of
the ongoing improvement process. This does not imply any liability to the manufacturer.
Visit our website www.helvexusa.com
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Bamboo UE-923
Tall Single Handle Sink Faucet

Estimated Dimensions Dim. inch. [mm]

)=

—] f————

@1-11/32"

(34]

®1-59/64"

[49]

FLOW RATE
12k 1,10
0,86
Gallons 0.9 /
Per

Minute 08~
03

| | | |

0 20 45 60 80

Inlet Pressure PSI

WORKING PRESSURE:
Pmin.= 20 PSI
Pmax.= 80 PSI

MAXIMUM FLOW RATE:
1,10 GPM

8-21/32"
[220] N
_ o
12°—~/./
11-31/64"
9-33/64" [202)
[242]
I
F
6-55/64"
= [174]
2-3/64"
[52]

NOTES:
Install the product according
to the Installation Guide.
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