Piazza UPIA-100
Single Handle Sink Faucet with Drain

PRODUCT FEATURES:

Single handle sink faucet with push drain.

Single control cartidge 35 mm.

High hardness ceramic discs assures and extend
cartridge lifetime without leakage.

Easy installation and maintenance.

This product can be used to help achieve water
efficiency goals as well as gaining USGBC LEED
points.

MATERIALS:

Solid brass, for durability and reliability.

Finishes with ultra high resistance to corrosion and
tarnishing.

INCLUDED COMPONENTS:
5/64" allen wrench.

Installation wrench.

Insert for sinks without overflow.

INSTALLATION:
3/8" connection.

OPERATION:

To open the water flow lift the lever and to close
lower the lever. To adjust the water temperature,
turn left for hot and turn right for cold.

Certified by
ICC-ES

CODES AND STANDARDS:

ASME A112.18.1 / CSA B125.1-2018,
Plumbing Supply Fittings

NSF/ANSI/CAN 61-2022, Drinking Water
System Components - Health Effects

Compliance with the lead test statistic Q< 1
NSF/ANSI 372-2016, Drinking Water Systems
Components - Lead Content

EPA Water Sense High-Efficiency Lavatory Faucet
CEC/DOE-ENERGY POLICY ACT 1992

FINISHES:

BB PVD Brushed Brass
MB Matte Black

PC Polished Chrome
BC Black Chrome

SG Satin Gold

PG PVD Polished Gold
RG PVD Rose Gold

SN PVD Satin Nickel
SRG PVD Satin Rose Gold
SBC  Satin Black Chrome
TN Titanium
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NOTES:
Install the product according
to the Installation Guide.

Technical Support and Service
technicalservice@helvexusa.com

Toll Free Number: (210) 394-5686
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